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Fuse-Safe™
Fuse Selection Guide

Current Rating
(Amps) 8.3 kV 15.5 kV 23.0 kV

6 HTFX230006 HTFX240006 HTFX250006

8 HTFX230008 HTFX240008 HTFX250008

10 HTFX230010 HTFX240010 HTFX250010

12 HTFX230012 HTFX240012 HTFX250012

18 HTFX230018 HTFX240018 HTFX250018

20 HTFX230020 HTFX240020 HTFX250020

25 HTFX230025 HTFX240025 HTFX250025

30 HTFX230030 HTFX240030 HTFX250030

40 HTFX230040 HTFX240040 HTFX250040

50 HTFX230050 HTFX240050

65 HTFX230065 HTFX240065

80 HTFX230080

Available fuses for the USFS Fuse-Safe™

The Fuse-Safe™ is designed to utilize a Thomas & Betts® (Hi-Tech®) Trans-Guard® FX Full-
Range Current Limiting Fuse with or without optional visual indicator. 

The entire product line can be found here: Trans-Guard FX Fuses.

Blown Fuse Indicator

Each fuse can include an optional 
blown visual indicator. 

To order simply replace the 7th 
digit with a “1”.

Example: HTFX231018

USFS-Selection Guide 3-14-17

http://www.utilitysolutionsinc.com
mailto:sales%40utilitysolutionsinc.com?subject=
http://www.utilitysolutionsinc.com
http://www.tnb.com/
http://www.tnb.com/pub/en/node/509

